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/1\ SITE NOTES:
TM #62-A-23 1. PROPOSED SITE COVERAGE FOR TM# 62-A-15E:
N/E MCEADDEN & T.L. PHILLIPS BUILDINGS (INCLUDES DAM): 0.24 AC (5%) >,
0430 PARKING/DRIVES: 0.37 AC (8%) D
S87°24'15"W OPEN SPACE: 3.99 AC (87%)
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2. FUTURE LIGHTING SHALL COMPLY WITH SECTION 12-7-8K OF THE NELSON
COUNTY ZONING ORDINANCE. A PLAN SHALL BE PROVIDED TO THE COUNTY
FOR REVIEW AND APPROVAL PRIOR TO THE CONSTRUCTION OF ANY ON-SITE
LIGHTING.

3. PROPOSED SIGN SHALL BE LESS THAN 50 SQUARE FEET IN AREA AND MEET
ALL REQUIREMENTS OF THE NELSON COUNTY SIGNAGE REGULATIONS.
SIGNAGE SHALL COMPLY WITH THE PERMITTED SIGNS AS IDENTIFIED IN
TABLE 4 IN SECTION 12-11 OF THE NELSON COUNTY ZONING ORDINANCE.

/1\ GUARDRAIL NOTES:
1. ALL GUARDRAIL AND RELATED COMPONENTS REMOVED ALONG ROUTE 693 HURT
(SALEM ROAD) WILL REMAIN THE PROPERTY OF VDOT, AND SHALL BE
DELIVERED TO A LOCATION SPECIFIED BY VDOT'S REPRESENTATIVE. PROFFITT
20 10 0 20 40 2. STANDARD GUARDRAILS AND/OR HANDRAILS SHALL BE INSTALLED AT
' HAZARDOUS LOCATIONS AS DESIGNATED DURING FIELD REVIEW BY THE

GRAPHIC SCALE IN FEET INSPECTOR AND/OR VDOT.
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